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PROPOSITION 65 WARNING 
BATTERY POSTS, TERMINALS AND RELATED ACCESSORIES CONTAIN LEAD AND LEAD COMPOUNDS, 
CHEMICALS KNOWN TO THE STATE OF CALIFORNIA TO CAUSE CANCER AND REPRODUCTIVE HARM.  
WASH HANDS AFTER HANDLING. 
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FOR LIMITATIONS, PROCEDURES AND PERFORMANCE INFORMATION NOT CONTAINED IN THIS SUPPLEMENT CONSULT THE 
BASIC PILOTS OPERATING HANDBOOK, AIRPLANE FLIGHT MANUAL, THE SPECIFIC STC OR THE BATTERY CONTINUOUS 
AIRWORTHINESS INSTRUCTIONS FOR THE APPLICATION. 
THIS SERVICE MANUAL SHOULD NOT BE CONSTRUED AS THE FINAL AUTHORITY IN MAINTAINING YOUR SPECIFIC BATTERY. 
PLEASE CONSULT WITH TELEDYNE TECHNICAL SUPPORT FOR FURTHER INFORMATION. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
WARNING 

 
 
THE SAFETY INSTRUCTIONS/PRECAUTIONS POSTED IN VARIOUS SECTIONS WITHIN THIS MANUAL MUST 

BE STRICTLY FOLLOWED. 
 
 

ALWAYS WEAR SAFETY GLASSES AND ACID-RESISTANT GLOVES WHENEVER HANDLING BATTERIES  
ELECTROLYTE CONTAINS SULFURIC ACID, WHICH CAN PERMANENTLY DAMAGE EYES AND CAUSE 

SEVERE BURNS TO EXPOSED SKIN.  

Receipt and use of this technical document by any receiving party is subject to compliance with all decrees, statutes, rules and regulations of 
the United States Government and of the Governments of the countries in which Teledyne Battery Products and the receiving party are doing 
business at the time of receipt by the receiving party in effect, or which may be in effect hereafter, which govern exports or otherwise 
pertains to export controls, including without limitation, the Export Administration Regulations and the International Traffic in Arms 
Regulations. 
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Even in a state where there is no lead-acid battery recycling law, it's common 
for battery retailers everywhere in the U.S. to accept used lead-acid batteries 
from customers. The spent batteries collected by retailers are shipped to EPA 
licensed and regulated facilities for recycling. 
 
For additional information, please use the following web address to locate 
nation-wide recycling facilities: www.batterycouncil.org 
 

9.3 INTERNATIONAL RECYCLING RESOURCES 
 

9.3.1 British Battery Manufacturers Association  
26 Grosvenor Gardens  
London SW1W 0GT   
Direct Tel: +44 (0) 207 838 4800 
Direct Fax: +44 (0) 207 838 4801  
 

9.3.2 SNAM (Societe Nouvelle d'Affinage des Metaux)  
Rue de la Garenne 
St Quentin Sallavier 
38297 La Verpilliere Cedex 
France 
Telephone: 00 33 74 945 985  
Battery re-processing.  

 
 9.3.3 You can also locate a recycling facility through the following Call2Recycle (a 

program of Rechargeable Battery Recycling Corporation – RBRC) website: 
http://www.call2recycle.org/ 
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